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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

MINIMUM SYSTEM TOTAL BUILD-UP HEIGHT (BEFORE DEFLETION): 133mm
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Legend

Secind submission 2026/08/21 VPR B
First submission 2025/07/23 VPR A
[Revision Description Date  Drawn Rev.]
Load table

Drawing based on

Reutenbeek 9-11

' m B-3090 Overijse Belgium
PH: +32 2687 79 07

stravitec

info@cdm-stravitec.com
This drawing is exclusive property of CDM Stravitec, any reproduction or communication to third parties without prior authorisation is prohibited.

www.cdm-stravitec.com

STRAVIGYM HP W/ dBOOSTER® & SPRINGS,
GYMPACTLAYER-20

Typical Cross Sections - Stravigym XP
pELH)-11 1:3

7

VPR 2026/08/21 Format:
Design: -EEI-@ A3

Check:
GGU

Page 11 of 16




INSULATION MATERIAL
(BY CDM STRAVITEC)

DAMPING LAYER
(BY CDM STRAVITEC)

0OSB/3 BOARD (THICKNESS FYP)

STRAVIGYM GYMPACTLAYER-20

dBOOSTER® CHANNEL WITH 1KN/4HZ SPRING BEARINGS (TYPE AND O.C
DISTANCE TYPE BEING TYPICAL SPACING OF 500mm) (BY CDM STRAVITEC)

STRAVIGYM GYMPACTFLOOR (-P/-T AND

(BY CDM STRAVITEC

THICKNESS FYP) (BY CDM STRAVITEC)
(BY CDM STRAVITEC)

ELASTIC CAULK
(BY OTHERS)

PERIMETER STRIP

UM e NE L == =S IR S = e e = NG L I B U R L= =S I L= =)
8080808000500050505009699595959505000000 500000000909095989000000000000000959595950598080808080805080808080505050808050805080
o-,0,0,0,0,0.0,0,0.0,0-0,0,0-,0,0,0,0-0-0 o,0,0-,0,0_0,0,0_0,0_0- 0_0_O_ 0O 0-0,0,0-0,0,0,0-0,0,0-0.0.0,0,0-,0,0,0-0,0-0-,0,0-0-0.0
oOOOoOODoDoDDDoDoDDDOOOOOOOOOOOOODDDDDDDD DoDoOoOOOoOOOoOoOoDoDoDDDoDDDoDoOoOOOoOoOoOoDDDoDoDDDoDDOOOOOOOOOOOOODDDDDDDDDDDDDO
o,0,0,0,0,0-0,0,0.0,0-0,0,0-0,0,0,0,0-0_0 o,0,0,0,0,0,0,0,0_0-_0_ 0,0 0O, 0_0,0,0-,0,0,0-0,0-0-0,0-0,0-0,0-,0-0,0-,0-0-,0-0-,0-0-0-0,
0. 0. 0.0 0. 0. 0. 0. 0 0. 0_0_.0_0_0_0_0_0_0_0O \DDDOOOOOODDDDDDDOOOOOODDDDDDOOOOOOODDDDDDO
pZ4 pZ4 pZ4 pZ4 pZ4 pZ4 X/ pZ4 pZ4 pZ4 pZ4 pZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4
L pZ4 pZ4 pZ4 pZ4 pZ4 pZ4 \/// pZ4 pZ4 pZ4 pZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 x yZ4 yZ4 yZ4
- \)V //“
[ ‘
4 4 3 ) \ —70
VAR. (TYPICAL ISDQTOR SPACING OF 509mm 0.C) VAR. (<=70'mm)—
4 A -

Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.
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Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding
gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust, etc.

2. Arigid connection should be avoided between the floating slab and all vertical
elements (as walls, columns, ...) by adding a void or a layer of lateral isolation
between the isolated slab and the vertical element.

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined

maximum impact energy. For more detailed information refer to the related
Stravigym solution datasheet.

MINIMUM SYSTEM TOTAL BUILD-UP HEIGHT (BEFORE DEFLETION): 223mm

INSULATION MATERIAL
(BY CDM STRAVITEC)

dBOOSTER® CHANNEL WITH 1KN/4HZ SPRING BEARINGS (TYPE AND O.C
DISTANCE TYPE BEING TYPICAL SPACING OF 500mm) (BY CDM STRAVITEC)

ELASTIC CAULK
DAMPING LAYER (BY OTHERS) . . - A
(BY CDM STRAVITEC) ' '
STRAVIGYM GYMPACTLAYER-65 PERIMETER STRIP <
OSB/3 BOARD (THICKNESS FYP) (BY CDM STRAVITEC) (BY CDM STRAVITEC)
(BY CDM STRAVITEC
geasesonseeaeacesonsneeacasesonceeaoathic Sedseseasnseeaeasesononseacaeasesansaenacasosanseaeaeasasosaseanpeasesonsaeaeaoasesansnoaeaeasl |
03080805080808030808020800020802000803030243 508080800 0080800R08020050803030080208000R02080808030300008080842020208000803a30g0808020020008 A
A
Legend
[ |
b V2 V2 Va Va Va Va Va Va Va A <
| A A
L 4 4 /4 /4 /4 /4 /4 /4 /4 i
I: 4 7
A
) A . 4 . . . E < - . . . . . Secind submission 2026/08/21 VPR B
< A I o < . C . First submission 2025/07/23 VPR__A
q: A A . : . c . < [Revision Description Date Drawn Rev.]
VAﬂ (TYPICAL IWQTOR SPACINGEF SOQmm 0.C) : - - VAR. (<=70'mm)—~
, : : . 4 A . D
< o . . h . ) . . A A . ) < Load table
4 4 c o o < ' a4 C s 4.
’ . A ) o : ’ . ) . < . . : Drawing based on
A . N . A . . ) ) B . ) . . ﬁ —

Reutenbeek 9-11

' m B-3090 Overijse Belgium
PH: +322 687 79 07

FX: +322 687 35 52

info@cdm-stravitec.com

www.cdm-stravitec.com

This drawing is exclusive property of CDM Stravitec, any reproduction or communication to third parties without prior authorisation is prohibited.

STRAVIGYM HP W/ dBOOSTER® & SPRINGS,
GYMPACTLAYER-65

Typical Cross Sections - Stravigym XP
PEL1)-15 1:3

7

VPR 2026/08/21 Format:
Design: -EEI-@ A3

Check:
GGU

Page 15 of 16




0SB/3 BOARD (THICKNESS FYP

INSULATION MATERIAL
(BY CDM STRAVITEC)

DAMPING LAYER
(BY CDM STRAVITEC)

(BY CDM STRAVITEC

STRAVIGYM GYMPACTLAYER-65

(BY CDM STRAVITEC)

dBOOSTER® CHANNEL WITH 1KN/4HZ SPRING BEARINGS (TYPE AND O.C
DISTANCE TYPE BEING TYPICAL SPACING OF 500mm) (BY CDM STRAVITEC)

STRAVIGYM GYMPACTFLOOR (-T AND
THICKNESS FYP) (BY CDM STRAVITEC)\

ELASTIC CAULK
(BY OTHERS)

PERIMETER STRIP

o-o0-,0_0_0-0-_0_0-0_0_0-0-0_0-0_0_0_0_0_0O_G10_DP-0-0_YOXO0_0_0_0-0-_9_0-0-0-0-0-0_0-0_0_0_- o-_o_o-_,o_o-_,o0-_o_,o_,o0-_,o0_o0_0-_,0_0_0-_0-_O0_O-O0-_0_0-0-0_0-0_0_0_0O-0_0-0-0-0-0-030-0-0_0_0_0-0_0-0-0-0-0-0_
088 e00000000202090 00 0000000000200000000600262026202020

onononononononononononon nonon°n°n°n°n°n°n°n°n°nononononononononononononon
i
L pZ4 pZ4 pZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4 yZ4
i
i \
L A A A pZ4 \/// pZ4 pZ4 pZ4 pZ4 pZ4 pZ4 pZ4 pZ4
i
i \
: X

< a 4 <
VAR, (TYPICAL ISUEATOR SPACING QF 509mm 0.0) VAR. (<=70 mm)—
. . , A A 9
v < 4 A4
A 4 < ' s 4
A v 4 A

Notes

System Stravigym (EN)

1. The structural floor should comply with the required tolerances regarding

gradient (0,1 % or 1 mm/m) and smoothness (max. 2 mm).

It should be dry and free of obstacles, discontinuities, dust,

etc.

2. Arigid connection should be avoided between the floating slab and all vertical

elements (as walls, columns, ...) by adding a void or a layer
between the isolated slab and the vertical element.

of lateral isolation

3. The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related

Stravigym solution datasheet.

The Stravigym solution is suitable for applications that experience a defined
maximum impact energy. For more detailed information refer to the related

Stravigym solution datasheet.
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