
Case Study

Jack-up floating floor using 
embedded bell-shaped housing.

Stravifloor Jackup-E
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Blackhorse Lane is a mixed-use development in North-East 

London incorporating residential, leisure and commercial 

spaces. 

The lower levels of the building accommodate a music 

venue and a gym, requiring robust vibration isolation 

to prevent disturbance from both internal activities and 

external vibration sources, including the nearby London 

Underground.

CDM Stravitec was engaged to design and supply a floating 

floor solution for the music venue located in the basement 

level. 

The project presented a particularly demanding combination 

of acoustic, thermal and structural requirements within a 

restricted construction depth.

Prior to CDM Stravitec's involvement, alternative solutions 

had been considered but were unable to successfully 

integrate the required thermal and acoustic performance 

within the available build-up and project budget. 

The selected Stravifloor Jackup-E solution overcame these 

constraints, delivering a cost-effective and technically 

robust solution tailored to the project's requirements.

OVERVIEW

Blackhorse Lane
London, UK

Structural Engineer

Allfor Hall Monaghan Morris

Architect

Allfor Hall Monaghan Morris

Acoustic Consultant

Cass Allen



470 m² 
(5.059 ft²)

Stravifloor 
Jackup-E

REUTENBEEK 9-11, 3090 OVERIJSE, BELGIUM
T +32 2 687 79 07 / F +32 2 687 35 52 
INFO@CDM-STRAVITEC.COM / WWW.CDM-STRAVITEC.COM

BENEFITS

•	 Low-profile 150 mm (5-7/8'') floating slab enabled 
the inclusion of a 280 mm (11'') tenant fit-out zone 
within the available construction depth

•	 The solution achieved the required 9 Hz natural 
frequency, which was reviewed and approved by 
the acoustic consultant

•	 Stravifloor Jackup-E provided a cost-efficient 
solution for a large installation area requiring more 
than 700 supports

AT A GLANCE

•	 Significant vibration and noise levels generated by 
the nearby London Underground line

•	 Stringent thermal performance requirements 
requiring a fully integrated thermal envelope and 
thermal breaks within the floating floor build-up

•	 Complex geometry, including numerous acute-
angled corners, structural columns and irregular 
room layouts

CHALLENGES

SOLUTION

CDM Stravitec supplied approximately 470 m² (5,059 ft²) 

of Stravifloor Jackup-E floating floor solution.

To meet the project's thermal requirements, a high-

performance PIR (Polyisocyanurate) rigid insulation layer 

was proposed and approved by thermal engineering 

consultant, have been installed beneath the floating slab. 

The Stravifloor Jackup-E supports were mounted on 

aerated concrete plinths, creating thermal breaks at each 

support location while preserving the required acoustic 

performance.

The selected solution successfully combined vibration 

isolation, thermal efficiency and installation practicality 

within the available construction depth.


